From Contact Gauging to
Air Electronic Gauging

An ISO 9001:2000 Certified Company




MGPL Made a modest beginning by making Plain Limit gauges in
steel & was the first one to infroduce CARBIDE Limit gauges in INDIA
MGPL has been serving the customers since last 30 years.

MGPLIsISO 9001 Certified, NABL Certified company.
MGPL regularly exports gauges fo many countries few them are
Japan, Germany, Italy, South Africa etc.

Keeping an eye on future & responding to the needs of industry for
greater precision, greater speed & labour saving solutions with
precision measuring technology, MGPL has successfully entered Air
Gauging, AirElectronic Gauging, Auto Gauging, Multi Gauging.

MGPL has grown to become a leading manufacturer producing from
Hand held CARBIDE Gauging to Higher End gauging like AUTO
Gauging. Electronic Gauging etc.

MGPL owes its growth and success to the strong support of its
customers & colleagues.

MGPL is committed fo offer cost effective yet reliable Solutions in

measurement of

al Inside Diameter.

o] Qutside Diameter.

c) Length.

d) Width.

e) Other Parameters like : Concentricity Run Out, Flatness,
Perpendicularity etc.

We look forward to your confinued support & guidance.




CARBIDE PLUG GAUGES :

Are normally supplied with GO in corbide & NOGO in stabilised steel.
However both can be supplied in carbide as per requirement.
Range

0.5to8mm - Reversible type design

8 to 40 mm - Taper shank design

40to é0mm - Trilock design

50t0300mm - Plate type plug Gauge

Extra length up to 100 mm caon be supplied as per requirement,
'MGPL' Gauges have excellent wall thickness to give desired results,

CARBIDE MEASURING PINS :

MGPL supplies carbide measuring pins in 2 grades

Grade | : Manufacturing tol. = £ 0.001 mm

Grade Il : Manufacturing tol. = £ 0.002 mm

Normally having L = 25mm, 50mm

Pins with close tolerance of £ 0.5 pm can also be supplied.

AIR PLUG GAUGES : IN CARBIDE & STEEL

Can be supplied for through bore/blind bore applicafions.

Adjustable depth collars can be provided for checking ot specific depth.
Range : 5 mm to 100 mm chrome plated steel.

Range: 10 mm to 50 mm in carbide.

Please specify the unit for which Air Plug Gauge is required.

CARBIDE SNAP GAUGE :

Gauges as per customer design can be supplied.

Supplied normally in single ended design.

Double ended Snap Gauges can be supplied.

Groove diometer checking Snap Gauges are also supplied in carbide.
Template length Gauges also manufactured.

Manufacturing range : 3 to 300 mm.

CARBIDE RING GAUGE :

MGPL carbide ring Gauges are normally supplied GO in carbide and
NOGO in steel.

GO and NOGO both can be supplied if required in Carbide.

Setting Rings are manufactured in carbide.

Extra length ring Gauges can be supplied.

Manufacturing Range : 5 mm to 40 mm.

AIR RING GAUGE/ AIR SNAP GAUGE : IN CARBIDE & STEEL

Offered with jet at center or at comer for stepped shaft.
Range : 5 mm to 100 mm in hardened steel.

Range : 10 mm to 40 mm in carbide.

Please specify type of unit for which Gauge is required.







